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National Foreword
I.S. EN 16994:2018 is the adopted Irish version of the European Document EN 16994:2018, Clay Geosynthetic

Barriers - Characteristics required for use in the construction of underground structures (other than tunnels
and associated structures)

This document does not purport to include all the necessary provisions of a contract. Users are responsible
for its correct application.

For relationships with other publications refer to the NSAI web store.

Compliance with this document does not of itself confer immunity from legal obligations.

In line with international standards practice the decimal point is shown as a comma (,) throughout this
document.
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English Version

Clay Geosynthetic Barriers - Characteristics required for
use in the construction of underground structures (other
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Geosynthétiques Bentonitiques - Caractéristiques Geosynthetische Tondichtungsbahnen - Eigenschaften,

requises pour l'utilisation dans la construction de die fiir die Anwendung beim Bau von Tiefbauwerken

structures souterraines (hors tunnels et structures (andere als Tunnel und damit verbundene
associées) Tiefbauwerke) erforderlich sind

This European Standard was approved by CEN on 23 October 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.
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