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European foreword 

This document (EN ISO 28139:2021) has been prepared by Technical Committee ISO/TC 23 "Tractors 
and machinery for agriculture and forestry" in collaboration with Technical Committee CEN/TC 144 
“Tractors and machinery for agriculture and forestry” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by November 2021, and conflicting national standards 
shall be withdrawn at the latest by May 2024. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 28139:2009. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom. 

Endorsement notice 

The text of ISO 28139:2019 has been approved by CEN as EN ISO 28139:2021 without any modification. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www .iso .org/ directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www .iso .org/ patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following 
URL: www .iso .org/ iso/ foreword .html.

This document was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture 
and forestry, Subcommittee SC 6, Equipment for crop protection.

This second edition of ISO 28139 cancels and replaces ISO 28139:2009 and ISO 10988:2011, which have 
been technically revised. The main changes compared to the previous edition are as follows:

— addition of environmental requirements;

— addition of environmental tests;

— exclusion of ergonomics;

— general update to the state of the art.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www .iso .org/ members .html.
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Introduction

The structure of safety standards in the field of machinery is as follows:

a) type-A standards (basic standards) giving basic concepts, principles for design, and general aspects 
that can be applied to machinery;

b) type-B standards (generic safety standards) dealing with one safety aspect or one type of 
safeguards that can be used across a wide range of machinery:

— type-B1 standards on particular safety aspects (e.g. safety distances, surface temperature, noise),

— type-B2 standards on safeguards (e.g. two-hand control devices, interlocking devices, pressure 
sensitive devices, guards);

c) type-C standards (machinery safety standards) dealing with detailed safety requirements for a 
particular machine or group of machines.

This document is a type-C standard as stated in ISO 12100.

This document is of relevance, in particular, for the following stakeholder groups representing the 
market players with regard to machinery safety:

— machine manufacturers (small, medium and large enterprises);

— health and safety bodies (regulators, accident prevention organizations, market surveillance, etc.).

Others can be affected by the level of machinery safety achieved with the means of the document by the 
above-mentioned stakeholder groups:

— machine users/employers (small, medium and large enterprises);

— machine users/employees (e.g. trade unions, organizations for people with special needs);

— service providers, e.g. for maintenance (small, medium and large enterprises);

— consumers (in case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting 
process of this document.

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events 
are covered are indicated in the Scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or B 
standards, the requirements of this type-C standard take precedence over the requirements of the 
other standards for machines that have been designed and built according to the requirements of this 
type-C standard.
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Equipment for crop protection — Knapsack combustion 
engine-driven airblast sprayers — Safety and 
environmental requirements and test methods

1 Scope

This document specifies safety requirements and their verification, environmental requirements and 
related test methods, and minimum performance limits, for the design and construction of knapsack 
combustion engine-driven airblast sprayers as defined in 3.9.

It describes methods for the elimination or reduction of hazards arising from their use. In addition, it 
specifies the type of information on safe working practices to be provided by the manufacturer.

It addresses general operating parameters as well as the potential deposition of spray droplets under 
specified controlled conditions.

This document deals with all significant hazards, hazardous situations and events, excepting those 
arising from vibration transmitted to the back of the operator.

It is applicable to knapsack combustion engine-driven airblast sprayers when they are used as intended 
and under the conditions foreseeable by the manufacturer (see Table A.1).

It is not applicable to:

— hydraulic pressure sprayers;

— thermal sprayers;

— cold foggers;

— sprayers adapted for the application of dry material.

It is not applicable to knapsack combustion engine-driven airblast sprayers manufactured before the 
date of its publication. The requirements of this document applies to products manufactured 18 months 
after publication.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 3767-5, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment — 
Symbols for operator controls and other displays — Part 5: Symbols for manual portable forestry machines

ISO 3864-1, Graphical symbols — Safety colours and safety signs — Part 1: Design principles for safety 
signs and safety markings

ISO 5681, Equipment for crop protection — Vocabulary

ISO 9357:1990, Equipment for crop protection — Agricultural sprayers — Tank nominal volume and filling 
hole diameter

ISO 11684, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment — Safety 
signs and hazard pictorials — General principles
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