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PREFACE

This Standard was prepared by the Standards Australia Committee on boilers and pressure
vessels.

The Standard consolidates, rationalizes and extends the present requirements and
recommendations for boiler ancillaries in AS 1228—Boilers—Water-tube; AS 1797,
Boilers—Fire-tube, shell and miscellaneous; AS 2593, Boilers—Unattended and limited
attendanceand associated Standards. It is part of a major program to restructure, unify
and simplify the various Standards for particular types of equipment and components
which form the SAA Boiler Code (AS 1200). AS 1200 is referred to in Statutory
Regulations in Australia and covers requirements for land installations of boilers, pressure
vessels, piping and associated matters.

On publication of this Standard, AS 1228 and AS 1797 will be amended to delete the
common requirements now covered herein and replace them by appropriate
cross-references to this Standard.

Users of this Standard are reminded that it has no legal authority in its own right, but may
acquire legal standing if adopted by government or other authority having jurisdiction, or
if specified as part of a commercial contract.

 Copyright STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retr ieval system in any form or transmitted by any means without prior permission in writ ing from
Standards Australia. Permission may be condit ional on an appropriate royalty payment. Requests for permission and information
on commercial software royalt ies should be directed to the head office of Standards Australia.

Standards Australia wil l permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wil l also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edit ion of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identif ied.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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