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PREFACE

This Standard was prepared by the Standards Australia Committee WS/6 on Concrete Pipes
as a new performance Standard for precast concrete access chambers.

It was prepared as a result of the increasing use of precast concrete components in the
construction of access chambers and the perceived need to standardize requirements for such
components.

This Standard is a performance-based product specification and so does not address
installation procedures. For guidelines on recommended installation procedures, reference
should be made to manufacturer/regulatory authority literature.

It addresses only concrete access covers and does not specify requirements for metal, plastic
or composite covers. The increasing use of certain blended cements and chemical admixtures
in concrete products has been recognized by the Committee.

This Standard has been prepared specifically for a sewerage application but may be
referenced for drainage applications.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the
application of the appendix to which they apply. A ‘normative’ appendix is an integral part
of a Standard, whereas an ‘informative’ appendix is only for information and guidance.
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Standards Australia. Permission may be condit ional on an appropriate royalty payment. Requests for permission and information on
commercial software royalties should be directed to the head off ice of Standards Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use exclusively
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payment provided such programs are used exclusively in-house by the creators of the programs.
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