8102:LLSl SZN/SV

This is a free page sample. Access the full version online.

AS/NZS 1577:2018

Australian/New Zealand Standard™

Scaffold decking components

N

‘e S
iy STANDARDS®
STANF{ARD - NEW ZEALAND

\
\



This is a free page sample. Access the full version online.

AS/NZS 1577:2018

This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee BD-036, Scaffolding. It was approved on behalf of the Council of
Standards Australia on 22 June 2018 and by the New Zealand Standards Approval
Board on 6 June 2018.

This Standard was published on 29 June 2018.

The following are represented on Committee BD-036:

Australian Aluminium Council

Australian Chamber of Commerce and Industry
Australian Council of Trade Unions

Australian Industry Group

Australian Steel Institute

Business New Zealand

Engineered Wood Products Association of Australasia
Engineers Australia

Hire and Rental Industry Association of Australia
Housing Industry Association

Master Builders Australia

National Scaffolding Association of Australia
SafeWork NSW

Scaffolding, Access and Rigging New Zealand
Scaffolding, Rigging and Industrial Rope Access Industries Training
WorkCover Queensland

WorkSafe Victoria

Keeping Standards up-to-date
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PREFACE

This Standard was prepared by the Standards Australia Committee BD-036, Scaffolding, to
supersede AS/NZS 1577:2013, Scaffold decking components.

The objective of this Standard is to provide manufacturers, installers and designers with the
requirements for the design, manufacture and performance of scaffold decking components.

The objective of this revision is to update and clarify clauses in the 2013 edition.

This edition incorporates the following major changes to the previous edition:

(a)
(b)
(c)
(d)

(e)
()
(2)

(h)

()

W)

(k)

M

(m)

(0)

The component previously termed ‘filler unit’ is now described as ‘deck infill’.
The term ‘product information’ replaces the previous ‘information from supplier’.
There is now a provision for labelling of components.

The scope has been amended to allow for the working load limit (WLL) of all decking
components to be designed by theoretical analysis as an alternative to design by
testing.

A duty action is specified for deck infills.
The strength test details in Clause 2.2.3.

The storage during service life requirements for vertically laminated planks and LVL
planks are now aligned with those for solid timber planks.

The design clause for decking components other than timber scaffold planks has been
revised.

The addition of the new requirement of coupon testing as part of design of steel
planks by prototype test.

Appendix A, Stiffness test, specifies a minimum number of samples and the hardness
of the rubber pad has been changed.

Appendix B, Strength test, now specifies a minimum number of samples and includes
specific requirements for filler plates.

Appendix C, Sliding test for non-modular planks, specifies a minimum number of
samples.

Appendix D, Coefficient of friction test, has a change in the hardness of the rubber
pad and the mass of the test weight has been clarified. The report requirements have
been changed.

Appendix H was added to provide guidance on the development of prototypes.

The revised marking requirements are not intended to be retrospectively applied to existing
products in service.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the
application of the appendices to which they apply. A ‘normative’ appendix is an integral
part of a Standard, whereas an ‘informative’ appendix is only for information and guidance.

This Standard incorporates Commentary on some Clauses. The Commentary directly
follows the relevant clause, is designated by ‘C’ preceding the clause number and is
printed in italics in a text box. The Commentary is intended to help readers understand
the background to the clause but does not form part of the clause.




This is a free page sample. Access the full version online.

3 AS/NZS 1577:2018
CONTENTS
Page
SECTION 1 SCOPE AND GENERAL

L1 SCOPE. ...ttt ettt e sttt e e ettt e e e s 5
1.2 APPLICATION ..ottt ettt ettt e sttt e e st e e e eareeees 5
1.3 NORMATIVE REFERENCES ... .ottt 5
1.4 DEFINITIONS. ...ttt e e e ettt e e e e e e sttt e e e e e s e aabbeeeeas 6
1.5 DIMENSIONS—SCAFFOLD DECKING COMPONENTS .....ccccooiiiiiiiiiiieiiiiiieeeen. 9
1.6 MANUFACTURING TOLERANCES OF TIMBER SCAFFOLD PLANKS.............. 9
1.7 PRINCIPLES OF DESIGN ....ciiiiitiiiiiiitiiiit ettt et 10
1.8 INFORMATION TO BE SUPPLIED ....ccooiiiiiiiiiiiiiiiiiiec et 10
1.9 MARKING ..ottt ettt e ettt e e ettt e e e sttt e e e st e e e s b 10
1.10 PRODUCT INFORMATION ....ooitiiiiiiiiiiiiiteee ettt ettt e e ettt e e e e 11
1.11 ALTERNATIVE DESIGN METHODS AND MATERIALS ......ccccoviiiiiiiiieiins 12

SECTION 2 PERFORMANCE REQUIREMENTS

2.1
2.2
2.3
2.4
2.5

3.1
3.2
33
34
3.5
3.6
3.7
3.8
3.9

4.1
4.2
43
4.4
4.5
4.6
4.7
4.8

SCOPE OF SECTION ....cooiiiiiiiiiiiiiteeie ettt et 13
TESTING OF SCAFFOLD DECKING COMPONENTS .....ccccoooiiiniiiiiienieeenieens 13
WORKING LOAD LIMIT (WLL) FOR DECKING COMPONENTS .......c.cccceveveen. 14
WORKING LOAD LIMIT (WLL) FOR LAP PLATES ......cooiiiiiiiiiiiceeee 15
WORKING LOAD LIMIT (WLL) FOR FILLER PLATES.......ccccceiiiiiiiiiniiieieens 15
SECTION 3 SOLID TIMBER PLANKS
SCOPE OF SECTION ....cooiiiiiiiiiiitiiieeie ettt ettt et 16
TIMBER SPECIES .....cooiiiiiiiiit ettt st ettt et 16
MOISTURE CONTENT ..ottt ettt ettt sttt e eas 16
SURFACE FINISH ...ttt ettt 16
THICKNESS OF PLANK .....coiiii et 16
GRADING ..ottt ettt e s e s e 17
COMBINATION OF IMPERFECTIONS .....cccotiiiiiiiiiieteree et 18
END TREATMENT ...oooiiiiiiiiiiitit ettt ettt et 19
STORAGE DURING SERVICE LIFE .......cooooiiiiiiiiiiiniiciieeec e 19
SECTION 4 VERTICALLY LAMINATED TIMBER PLANKS
SCOPE OF SECTION ....ociiiiiiiiiiiiiteeniiee ettt ettt sttt e e e e snaee e 20
SURFACE FINISH ..ottt e e 20
MOISTURE CONTENT ...ttt ettt et e 20
MATERIALS ...ttt sttt et e st e enaneeeas 21
MANUFACTURE ..ottt ettt ettt e 21
ADHESIVES—USE, AGE AND SPREAD ...ttt 22
ASSEMBLY .o 22
THICKNESS Lottt 22
STORAGE DURING SERVICE LIFE .......ccoooiiiiiiiiiiinitieenec e 22

4.9

SECTION 5 LAMINATED VENEER LUMBER (LVL) PLANKS

5.1
5.2
53
54
5.5
5.6

SCOPE OF SECTION ....cooitiiiiiiiiitiiteeieestte ettt ettt et et e e 23
SURFACE FINISH ...ttt ettt 23
MATERIALS . ... ettt et e et e e sareee s 23
MOISTURE CONTENT ...ttt 23
MANUFACTURE .....oiiiiiiiiie ettt ettt et 24

STRUCTURAL PROPERTIES .......coociiiiiiiiiiiiieiieeree e 24



¥ SAIGLOBAL

This is a free preview. Purchase the entire publication at the link below:

Product Page

@ Looking for additional Standards? Visit Intertek Inform Infostore

@ Learn about LexConnect, All Jurisdictions, Standards referenced in Australian legislation


https://www.intertekinform.com/en-au/Standards/preview-98873_saig_as_as_207922/
https://www.intertekinform.com
https://www.intertekinform.com/en-au/regulatory-management/lexconnect-and-codeconnect/

