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National Foreword

I.S. EN ISO 3381:2021 is the adopted Irish version of the European Document EN ISO 3381:2021, Railway
applications - Acoustics - Noise measurement inside railbound vehicles (ISO 3381:2021)

This document does not purport to include all the necessary provisions of a contract. Users are responsible
for its correct application.

For relationships with other publications refer to the NSAl web store.

Compliance with this document does not of itself confer immunity from legal obligations.

In line with international standards practice the decimal point is shown as a comma (,) throughout this
document.
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European foreword

This document (EN ISO 3381:2021) has been prepared by Technical Committee ISO/TC 43 "Acoustics"
in collaboration with Technical Committee CEN/TC 256 “Railway applications” the secretariat of which
is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by March 2022, and conflicting national standards shall
be withdrawn at the latest by September 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 15892:2011 and EN ISO 3381:2011.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN websites.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 3381:2021 has been approved by CEN as EN ISO 3381:2021 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/
iso/foreword.html.

This document was prepared by the European Committee for Standardization (CEN) Technical
Committee CEN/TC 256, Railway applications, in collaboration with ISO Technical Committee
ISO/TC 43, Acoustics, Subcommittee SC 1, Noise, in accordance with the Agreement on technical
cooperation between ISO and CEN (Vienna Agreement).

This third edition cancels and replaces the second edition (ISO 3381:2005), which has been technically
revised.

The main changes compared to the previous edition are as follows:
— new structure of the document to align it with the structure of ISO 3095;
— an improved selection process of the measurement positions - see Clause 5;

— new measurement procedures for noise in driver's cab - see Clause 7;

— improved specifications of the vehicle conditions for the different types of tests - see 6.4, 7.3, 8.4 and
9.4;

— an improved assessment of the tonality - see 6.7, 8.7 and 9.8.2.

— animproved indirect assessment of the track acoustic characteristics - see 8.3.4, 9.3 and Annex C;
— precisions for measurement in specific environments (tunnels, ...) - see Annex D;
— an assessment of measurement uncertainties - see Annex E.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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inside railbound vehicles

1 Scope

This document specifies the measurement method and conditions to obtain reproducible noise levels
on-board all kinds of vehicles operating on rails or other types of fixed track, hereinafter conventionally
called “unit”, except for track maintenance vehicles in working modes.

This document is applicable to type testing. It does not include all the instructions to carry out
monitoring testing or evaluation of noise exposure of passengers or drivers over a whole journey.

This document is not applicable to guided buses.

It provides measurement procedures for vehicle interior noise (in general, a vehicle type test is carried
out using only a selected subset of these tests):

— when the vehicle is moving at constant speed;
— when the vehicle is stationary;
— when the vehicle is accelerating or decelerating;

— in the driver's cab when an external warning horn is sounding (specifically required for European
Union regulation application)

It does not provide measurement procedures for:
— audibility or intelligibility of any audible signals;
— assessment of warning devices other than warning horns.

The assessment of noise exposure of train crew due to operational conditions is not in the scope of this
document.

The results can be used, for example:

— to characterise the noise inside these units;

— to compare the internal noise of various units on a particular track section;
— to collect basic source data for units.

The test procedures specified in this document are of engineering grade (grade 2), the preferred grade
for noise declaration purposes as defined in ISO 12001. If test conditions are relaxed, for example as
they are for monitoring of in-service trains, then the results are no longer of engineering grade.

The procedures specified for accelerating and decelerating tests are of survey grade (grade 3).

2 Normative references

The following referenced documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For undated references the latest edition of the
referenced document (including any amendments) applies.

[SO 1996-1:2016, Acoustics — Description, measurement and assessment of environmental noise — Part 1:
Basic quantities and assessment procedures
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