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Foreword 

This document (EN 13749:2011) has been prepared by Technical Committee CEN/TC 256 “Railway 
applications”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by September 2011, and conflicting national standards shall be 
withdrawn at the latest by September 2011. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document will supersede EN 13749:2005. 

The general scope and requirements of EN 13749 are unaltered by this revision.  Changes were necessary 
to make the standard compatible with more recent Euronorms. Certain areas of the normative text had to be 
revised to make correct reference to the structural analysis and validation processes now specified in the 
new bogie and running gear standard EN 15827. Other new normative references are to EN 15085 and  
EN 15663. 

The other main changes that have been made concern the informative annexes and are summarized as 
follows: 

a) to comply with CEN rules, the symbols and units have been removed from the normative text and added 
as informative Annex A, as they apply only to the other informative annexes; 

b) the old informative Annex C has been removed and reference made to EN 15663, which now covers 
vehicle mass data; 

c) the informative Annex E has been re-written to present the structural analysis and acceptance process 
as specified in EN 15827; 

d) a number of errors in the example load case equations in informative Annex C have been corrected; 

e) the guidance on component loads in informative Annex D has been revised to better reflect present 
practice; 

f) the limitations of the example load case data in informative Annexes C, D, F and G have been given 
greater emphasis and it has been stressed that the loads should be used as presented only when it can be 
shown that they are applicable to the specific design. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association to support Essential Requirements of EU Directive 2008/57/EC. 

For relationship with EU Directive 2008/57/EC, see informative Annex ZA, which is an integral part this 
document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, 
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, 
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, 
Spain, Sweden, Switzerland and United Kingdom. 
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